
SEITENTITELAIROMATIC PS4000

Airomatic (ready for installation)

Awning for conservatories with motor drive. Fabric cover. Retrac-
tion and extension of the awning with tubular AC motor 230V/50Hz 
powerFlex with friction brake and electronic end stop. Thermal protec-
tion. Protection class IP54 (splash water), with 0.8m 4-pole connection 
cable. Box: extruded aluminium profiles, in one piece, round execution, 
as a construction support element. Side caps in aluminium cast with 
plug-in gudgeon links to the guide rails and to the roller bearing or 
the motor bearing. Roller made of galvanised steel with groove for the 
fabric fixation. Front rail made of extruded aluminium chamber profile, 
with grooves for the fabric and the driver of the pull and push mecha-
nism. With rolled in front rail, the box is completely closed. Guide rails 
made of extruded aluminium profiles, with slide groove for the plastic 
gliders, hollow chamber for the integrated gas pressure mechanism and 
stainless steel cable tension system for the fabric transport as well as 
profile groove for the fixation. Fixation made of aluminium cast for indi-
vidual installations as well as for installations side by side.

Installation with a projection of more than 300cm are equipped with a 
cross re-enforcement kit and those of more than 350cm with two kits. 
Cross re-enforcement made of oval extruded aluminium profiles, guide 
rail fixation made of aluminium cast. All visible screws in stainless steel.

Option:
Motor: powerFlex radio or BuBu (Bungalow Bus)

ENGINEERING DATA

Controlled extension system

Max. width x projection: 400 x 350cm or 300 x 400cm

Min. width: 85cm

Min. height/projection: 100cm

Drive: with tubular motor only

Guide rails: PS400/.

Front rail: PS404

Box: PS403, height 12cm, depth 13.5cm

Roller: RS13/4 ø 78mm

Fabric tension:  by gas pressure mechanism

Installation: between embrasure or with standard

 fixation (see catalogue page "components

 for Airomatic PS4000")

MATERIAL
Box, guide rails, front rail: extruded aluminium profiles 
Head pieces, side floor with
ball bearing: aluminium cast 
Cables: stainless steel
Set of screws: stainless steel

SCOPE OF DELIVERY
With box profile: Awning completely assembled. With fabric.
 Guide rails separately.

Awning for conservatories
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Parts with round box

1  Box profile

2  End rail

3  Fixations

4  Cross re-enforcement set

  Cross re-enforcement set

5  Guide rail

6  Brush

A  Total height (projection)

Component Drawing
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Installation drawing

Installation drawing

A  total width = shaft distance conservatory rails + 28mm

B  shaft distance conservatory rails
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Explosion photo

Explosion photo

Additional spare parts see Index No. 12
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Guide rail, incl. gas pressure mechanism
 PS400/15  150cm  pair
           /20  200cm  pair
           /25  250cm  pair
           /30  300cm  pair
           /35  350cm  pair
           /40  400cm  pair

Fixations
 PS401/1 single guide 70mm   pc.
 PS401/2 double guide 70mm   pc.
 PS401/3 single guide adjustable height 200mm pc.
 PS401/4 double guide adjustable heigh 200mm pc.

Box profile
 PS403   4.00m  pc.
    5.00m  pc.
    7.00m  pc.

Brush
 S510/1   grey  lm
 S510/2   black  lm

Tubular motors
 powerFlex / powerFlex radio / BuBu  pc.

Front rail
 PS404   4.00m  pc.
    5.00m  pc.
    7.00m  pc.

Roller galvanised
 RS13/4 78x 1.00mm 4.00m  pc.
  78x 1.00mm  5.00m  pc.
  78x 1.00mm  6.00m  pc.
  78x 1.00mm  7.00m  pc.

 RS13/7 85x 1.00mm 6.00m  pc.

Roller gudgeon, round
 RS14/4 78mm plastic without board  pc.
 RS14/7 85mm plastic without board  pc.

Cross re-enforcement set
 PS2026/2 up to 200 cm width  pc.
 PS2026/4  up to 400 cm width  pc.

Fabric support profile
 PS108   4.00m  pc.
    5.00m  pc.
    7.00m  pc.

Support set for cross re-enforcement
 PS226 for PS108    pc.

Set
 PS4010 consisting of:   pc.
  2 side caps PS405 L+R
  2 end caps PS420 L+R
  1 bearing opposite side with ball bearing P244
  1 set of screws SS4010/ /PS

Components List
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SEITENTITEL
Components

Set

Side cap with plug in tab for the aluminium guide PS400/.., with cast on guide 
gudgeon with screw hole to secure the guide rail. Bearing opposite side for the 
roller and driver for the fabric link. 

PACKAGING UNIT
Set

MATERIAL
Side cap: aluminium cast 
Bearing opposite side: plastic

DELIVERY
1 pair side caps PS405 L+R 
1 bearing opposite side P244 with ball bearing
1 set of screws SS4010//PS
2 end caps PS420 L+R

Guide rails

Guide rails with integrated gas pressure mechanism for the tension of the fabric 
and the gliders for the driver. The guide rail can be shortened to any intermediate 
size.

PACKAGING UNIT
Pair

ENGINEERING
Size:  see drawing 
Standard lengths: 150, 200, 250, 300, 350, 400cm 
Integrated gas pressure mechanism

MATERIAL
Guide rail: extruded aluminium profiles 
Cables: stainless steel

Article-No.

Stobag-No.

Colour
group

Article-No.

Stobag-No.

Size

Colour
group

Stobag-No.

Size

Colour
group
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2

3

PS400/35 PS400/40

350cm 400cm
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Components

Box profile

Airomatic box with screw grooves to screw on the side caps.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 500, 700cm

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group

Band brush

Sealing brush for the box PS403. To seal the box and the end rail when rolled in.

PACKAGING UNIT
Rolls

MATERIAL
Brush: plastic

Article-No.

Stobag-No.

Roll of / rm

grey

black
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Components

Front rail

Front rail profile with round grooves for the fabric and the driver. Front rail to seal 
the protection box.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 500, 700cm

MATERIAL
Extruded aluminium profiles

Fixation (standard)

Standard fixation to be screwed onto the basic construction. Height 70mm.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm with front row connector complete

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

Article-No.

Stobag-No.

Size

Colour
group

Article-No.

Stobag-No. 

Colour
group

A = 70
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Components

Fixation (double)

Double fixation to screw on basic construction.
Height 70mm for 2 guides.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector complete
 
MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Fixation (high)

Extended fixation to be screwed on basic construction. Adapted for ventilation 
windows in glass roofs, etc. The required height of the fixation can be reached 
by shortening the aluminium profile. Height 200mm.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector, complete
 

MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Article-No.

Stobag-No. 

Colour
group

Article-No.

Stobag-No.

Colour
group

A = 200

A = 200
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SEITENTITEL
Components

Fixation (double, high)

Extended fixation to be screwed on basic construction. Adapted for ventilation 
windows in glass roofs, etc. The required height of the fixation can be reached 
by shortening the aluminium profile. Height 200mm for two guide rails.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector, complete

MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Article-No.

Stobag-No.

Colour
group
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Set for cross re-enforcement fixation

This fixations hold the fabric support profile PS108 and is fixed on the guide rail 
by the front row connector.

PACKAGING UNIT
Set

ENGINEERING DATA
Installation left and right on the guide rail

MATERIAL
Fixation: aluminium cast 
Front row connector: stainless steel

Article-No.

Stobag-No.

Colour
group

Fabric support profile

On projections of more than 300cm a fabric support profile is necessary to sup-
port the fabric. For installations of more than 350cm two fabric support profiles 
are necessary.

PACKAGING UNIT
Piece

ENGINEERING DATA
Standard lengths: 400, 500, 700cm

MATERIAL
Profile: extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group

Components
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Set for cross re-enforcement

Oblique or horizontal installations of more than 300cm projection are equipped 
with an additional cross re-enforcement. Projections of more than 350cm need 
two cross re-enforcements.

PACKAGING UNIT
Set

ENGINEERING DATA
PS2026/2: up to 200cm width
PS2026/4: up to 400cm width

MATERIAL
Fabric support profile PS108: extruded aluminium profiles
Fixation for cross re-enforcement PS226: aluminium cast
Screws: stainless steel

Article-No.

Stobag-No.

Colour
group

Components
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SEITENTITEL
Awning for conservatories

Airomatic (ready for installation)

Awning for conservatories with motor drive. Fabric cover. Retraction 
and extension of the awning with tubular AC motor 230V/50Hz pow-
erFlex with friction brake and electronic end stop. Thermal protection. 
Protection class IP54 (splash water), with 0.8m 4-pole connection 
cable. Box: extruded aluminium profiles, in one piece, round execution, 
as a construction support element. Side caps in aluminium cast with 
plug-in gudgeon links to the guide rails and to the roller bearing or the 
motor bearing. Roller made of galvanised steel with groove for the fab-
ric fixation. Front rail made of extruded aluminium chamber profile, with 
grooves for the fabric and the driver of the pull and push mechanism. 
With rolled in front rail, the box is completely closed. Guide rails made 
of extruded aluminium profiles, with slide groove for the plastic gliders, 
hollow chamber for the integrated gas pressure mechanism and stain-
less steel cable tension system for the fabric transport as well as profile 
groove for the fixation. Fixation made of aluminium cast for individual 
installations as well as for installations side by side.

Installation with a projection of more than 300cm are equipped with a 
cross re-enforcement kit and those of more than 500cm with two kits. 
Cross re-enforcement made of oval extruded aluminium profiles, guide 
rail fixation made of aluminium cast. All visible screws in stainless steel.

Option:
Motor: powerFlex radio or BuBu (Bungalow bus)

ENGINEERING DATA

Controlled extension system

Max. width x projection: 550 x 500cm or 450 x 600cm

Min. width: 85cm

Min. height/projection: 100cm

Drive: with tubular motor only

Guide rail: PS500/.

Front rail: PS454

Box: PS453

Roller: RS13/4, S13/7

Fabric tension:  by gas pressure mechanism

Installation: between embrasure or with

 standard fixations (see catalogue page

 "components for Airomatic PS5400")

MATERIAL
Box, guide rails, front rail: extruded aluminium profiles 
Head pieces, side floor with bearing: aluminium cast 
Cables: stainless steel
Set of screws: stainless steel

DELIVERY
With box profile: Awning completely assembled. With fabric.
 Guide rails separately
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Parts with round box

1  Box profile

2  Fixations

3  Cross re-enforcement fixation

  Fabric support profile

4  Guide rail

5  Front rail

6  Band brush

A  Total height (projection)

Component Drawings
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Installation drawing

A  total width = shaft distance conservatory rails + 45mm

B  shaft distance conservatory rails

Installation drawing
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Explosion photo

Explosion photo

Additional spare parts see Index No. 12
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Guide rail, incl. gas pressure mechanism
   PS500/15  150cm  pair
  /20  200cm  pair
  /25  250cm  pair
  /30  300cm  pair
  /35  350cm  pair
  /40  400cm  pair
  /45  450cm  pair
  /50  500cm  pair
  /55  550cm  pair
  /60  600cm  pair
  
Fixations
 PS452/1 single guide 90mm   pc.
 PS452/2 double guide 90mm   pc.
 PS452/3 single guide adjustable height 200mm pc.
 PS452/4 double guide adjustable height 200mm pc.

Box profile
 PS453   4.00m  pc.
    4.50m  pc.
    5.00m  pc.
    5.50m  pc.
    7.00m  pc.
Band brush
 S510/1 grey    rm
 S510/2 black    rm
 
End rail
 PS454   4.00m  pc.
    4.50m  pc.
    5.00m  pc.
    5.50m  pc.
    7.00m  pc.

Set for cross re-enforcement fixations
 PS4556/5  up to 5.00m  pc.
 PS4556/7  up to 7.00m  pc.

Fabric support profile
 PS458   5.00m  pc.
    7.00m  pc.

Set for cross re-enforcement fixations
 PS456 for PS458    pc.

Tubular motors
 powerFlex / powerFlex radio / BuBu  pc.

Roller, galvanised
 RS13/4 78x 1.00mm 4.00m  pc.
  78x 1.00mm  5.00m  pc.
  78x 1.00mm  6.00m  pc.
  78x 1.00mm  7.00m  pc.

 RS13/7 85x 1.00mm 6.00m  pc.

Roller gudgeon, round
 RS14/4 78mm plastic without board  pc.
 RS14/7 85mm plastic without board  pc.

Set
 PS4510 consisting of:   pc.
  2 side caps for box PS455 L+R
  2 side caps for end rail PS450 L+R
  1 bearing opposite side with ball bearing P244
  1 set of screws SS4510/PS
  

Components List

6.35
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Set

Side cap with plug in tab for the aluminium guide PS500/.., with cast on guide 
gudgeon with screw hole to secure the guide rail. Bearing opposite side for the 
roller and driver for the fabric link. 

PACKAGING UNIT
Set

MATERIAL
Side caps for box: aluminium cast
Side caps for end rail: plastic 
Bearing opposite side: plastic

DELIVERY
1 pair side caps for box PS455 L+R 
2 side caps for end rail PS450 L+R
1 bearing opposite side with ball bearing P244 
1 set of screws SS4510 / PS

Guide rails

Guide rails with integrated gas pressure mechanism for the tension of the fabric 
and the gliders for the driver. The guide rail can be shortened to any intermediate 
size.

PACKAGING UNIT
Pair

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 150, 200, 250, 300, 350, 400, 450, 500, 550,  
 600cm
Integrated gas pressure mechanism

MATERIAL
Guide rail: extruded aluminium profiles 
Cables: stainless steel

Article-No.

Stobag-No.

Colour
group

Article-No.

Stobag-No.

Size

Colour
group

Stobag-No.

Size

Colour
group

Components
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PS4510

PS500/.

PS4510

11281 

11393

11280

2

PS500/15 PS500/20 PS500/25 PS500/30 PS500/35

150cm 200cm 250cm 300cm 350cm

6812 6197 6199 5828 5841

6810 6196 6198 5671 5840

11918 11919 11920 11921 11922

2

PS500/40 PS500/45 PS500/50 PS500/55 PS500/60

400cm 450cm 500cm 550cm 600cm

5844 5847 5850 5853 5856

5843 5846 5849 5852 5855
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2
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Box profile

Airomatic box with screw grooves to screw on the side caps.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 450, 500, 550, 700cm

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group

Band brush

Sealing brush for the box PS453. To seal the box and the end rail when rolled in.

PACKAGING UNIT
Rolls

MATERIAL
Brush: plastic

Article-No.

Stobag-No.

Roll of / rm

Grey

Black

Components
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End rail

End rail profile with round grooves for the fabric and the driver.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 450, 500, 550, 700cm

MATERIAL
Extruded aluminium profiles

Fixation (standard)

Standard fixation to be screwed onto the basic construction. Height 90mm.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm front row connector complete

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

Article-No.

Stobag-No.

Size

Colour
group
groupsommerhal-
der

Article-No.

Stobag-No. 

Colour
group

Components
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Fixation (double)

Double fixation to screw on basic construction.
Height 90mm for 2 guides.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector, complete
 
MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Fixation (hight)

Extended fixation to be screwed on basic construction. Adapted for ventilation 
windows in glass roofs, etc. The required height of the fixation can be reached 
by shortening the aluminium profile. Height 200mm.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector, complete

MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Article-No.

Stobag-No. 

Colour
group

Article-No.

Stobag-No.

Colour
group

Components
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Fixation (double, high)

Extended fixation to be screwed on basic construction. Adapted for ventilation 
windows in glass roofs, etc. The required height of the fixation can be reached 
by shortening the aluminium profile. Height 200mm for two guide rails.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm front row connector complete

MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Article-No.

Stobag-No.

Colour
group

Components
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Components

Set for cross re-enforcement fixation

This fixations hold the fabric support profile PS458 and is fixed on the guide rail 
by the front row connector.

PACKAGING UNIT
Set

ENGINEERING DATA
Installation left and right on the guide rail

MATERIAL
Fixation: aluminium cast 
Front row connector: stainless steel

Article-No.

Stobag-No.

Colour
group

Fabric support profile

On projections of more than 300cm a fabric support profile is necessary to sup-
port the fabric. For installations of more than 500cm two fabric support profiles 
are necessary.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 500, 700cm

MATERIAL
Profile: extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group
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Set for cross re-enforcement

Oblique or horizontal installations of more than 300cm projection are equipped 
with an additional cross re-enforcement. Projections of more than 500cm need 
two cross re-enforcements.

PACKAGING UNIT
Set

ENGINEERING DATA
Standard lengths: 500, 700cm
PS4556/5 up to 350cm width
PS4556/7 up to 550cm width

MATERIAL
Fabric support profile PS458: extruded aluminium profiles
Fixation for cross re-enforcement PS456: aluminium cast

Article-No.

Stobag-No.

Colour
group

Components

6.42
10/2004

AIROMATIC PS4500

PS4556/..

PS4556/5 PS4556/7

500cm 700cm

11336 11339

11394 11395

11335 11338

2

3

4



SEITENTITEL
Components

Set

Side cap with plug in tab for the aluminium guide PS310, with cast on guide 
gudgeon to secure the guide rail. Bearing opposite side for the roller and end 
cap on guide rail below for the cable loop. 

PACKAGING UNIT
Set

MATERIAL
Side and end cap: aluminium cast
Bearing opposite side: plastic
Screws: stainless steel

DELIVERY
1 pair side caps PS305 
1 bearing opposite side with ball bearing P244  
2 end caps PS306
1 set of screws

Guide rails

Aluminium guide rail with chamber for the side cap and profile groove for the 
fixation. 

PACKAGUNG UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard length: 700cm
Treatment: the guide rail can be bended

MATERIAL
Guide rail: extruded aluminium profiles

Article-No.

Stobag-No.

Colour
group

Article-No.

Stobag-No.

Size

Colour
group
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Components

Guide rail bow

Aluminium guide rail with chamber for the side cap and profile groove for the 
fixation. The guide rail bow is bended according to the requirements.

PACKAGING UNIT
Pair

ENGINEERING DATA
Size:  see drawing 
Radius: 200mm
Treatment: bended up to 90°

MATERIAL
Guide rail profile: extruded aluminium profiles

Box profile

Box with screw grooves to screw on the side caps.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 500, 700cm

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Colour
group

Article-No.

Stobag-No.

Size

Colour
group

6.77
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PS312

10504

10557

12015

2

3

PS403

400cm 500cm 700cm

10094 10097 10100

10092 10095 10098

11909 11910 11911

2

3

PS312

PS403

4
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SEITENTITEL
Components

Front rail

Hollow chamber profile with round groove for the fabric. The hollow chamber 
partition holds the gas pressure traction elements, which is inserted from the left 
and right side.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 500 / 700cm

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Link set for guide rail

The link set connects the guide rail on separate executions. 2 link sets are 
necessary for each installation. The aluminium profiles are inserted into the profi-
le chamber and the profile groove.

PACKAGING UNIT
Set

ENGINEERING DATA
Size: for profile chamber 40x6x100mm, raw
 for profile groove 20x6x50mm anodised

MATERIAL
Extruded aluminium profiles: raw / anodised

Article-No.

Stobag-No.

anod. / raw

anod. / brown

6.78
10/2004

PS304/1

500cm  700cm

11404 11407 

11402 11405

12005 12006

2

3

PS304/1

4

PS314

10514

10717

PS314
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SEITENTITEL
Components

Deflection tube ø60mm

Deflection tube for up to 350cm total width. To be used with a deflection set 
PS315. The number of the deflection tubes is given by the size and the bow 
radius of the installation.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 400, 450, 500cm
Application: for more than 350cm total width

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group

Deflection tube ø50mm

Deflection tube for up to 350cm total width. To be used with a deflection set 
PS313. The number of the deflection tubes is given by the size and the bow 
radius of the installation.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Standard lengths: 700cm 
Application: for more than 350cm total width 

MATERIAL
Extruded aluminium profiles

Article-No.

Stobag-No.

Size

Colour
group

6.79
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PS311

400cm 450cm 500cm

10960 11428 10513 

10958 11426 10555

12012 12013 12014

2

3

PS311

4

PS211

700cm

10738 

10736

11987 

2

3

PS211

4

ARCADA PS3000



SEITENTITEL
Components

Deflection pulley set

The deflection pulley holds the deflection tube PS211 and has a fixation for the 
guide rail. 

PACKAGING UNIT
Set

ENGINEERING DATA
Size: fits the deflection tube ø50mm

MATERIAL
Pulley: plastic
Fixation: aluminium cast

Article-No.

Stobag-No.

Colour
group

Deflection pulley set

The deflection pulley holds the deflection tube PS311 and has a fixation for the 
guide rail. 

PACKAGING UNIT
Set

ENGINEERING DATA
Size: fits the deflection tube ø60mm

MATERIAL
Pulley: plastic
Fixation: aluminium cast

Article-No.

Stobag-No.

Colour
group

6.80
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PS313

10505

10559

12016

2

3

PS315

10515

10561

12017

2

3

PS313

PS315

4

4
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SEITENTITEL
Components

Cross re-enforcement set ø 50mm

This cross re-enforcement set is used on the Arcada in the horizontal or oblique 
region on an projection of more than 250cm and a total width of up to 350cm.

PACKAGING UNIT
Set

ENGINEERING DATA
PS3026/25 up to 250cm width
PS3026/50 up to 500cm width

MATERIAL
Cross re-enforcement PS211: extruded aluminium profiles
Fixation PS313: aluminium cast
Screws: stainless steel 

DELIVERY
Cross re-enforcement including fixation for guide rails

Article-No.

Stobag-No.

Size

Colour
group

Cross re-enforcement set ø 60mm

This cross re-enforcement set is used on the Arcada in the horizontal or oblique 
region on an projection of more than 250cm and a total width of more than 
351cm.

PACKAGING UNIT
Set

ENGINEERING DATA
PS3036/25 up to 250cm width
PS3036/50 up to 500cm width

MATERIAL
Cross re-enforcement PS311: extruded aluminium profiles
Fixation PS315: aluminium cast
Screws: stainless steel

DELIVERY
Cross re-enforcement including fixation for guide rails

Article-No.

Stobag-No.

Size

Colour
group

6.81
10/2004

PS3026/25  PS3026/50

250cm  500cm

10567  10570 

10565  10568

11998  11999

2

3

PS3026/.

4

ARCADA PS3000

PS3036/.

PS3036/25  PS3036/50

250cm  500cm

11431  11434

11429  11432

12001  12002

2

3

4



SEITENTITEL
Components

Traction element

Gas pressure mechanism assembled with deflection pulley set and end boom for 
the fixation on the front rail. The traction element can be used in pairs only.

PACKAGING UNIT
Pair

ENGINEERING DATA
Traction element graduation:
on min. width of   76cm = total pullout AS+HF 150cm special
on min. width of 106cm = total pullout AS+HF 240cm special
on min. width of 150cm = total pullout AS+HF 370cm PS300/1
on min. width of 196cm = total pullout AS+HF 500cm PS300/2

MATERIAL
End boom aluminium cast
Cables: stainless steel

Article-No.

Stobag-No.

Size

Colour
group

6.82
10/2004

PS300/1 PS300/2

350cm 500cm

10495 10496

10535 10537

11988 11989

2

3

PS300/..

4

ARCADA PS3000
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SEITENTITEL

Fixation (standard)

Standard fixation to screw on the base construction.
Height: 70mm

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector complete

MATERIAL
Aluminium cast and extruded aluminium profile
Screws: stainless steel

Article-No.

Stobag-No. 

Colour
group

Fixation (high)

Extended fixation to screw on base construction. Especially adapted for ventilati-
on windows in glass roofs, etc. the required height of the fixation can be reached 
by shortening the rail accordingly. Height 200mm.

PACKAGING UNIT
Piece

ENGINEERING DATA
Size:  see drawing 
Screws: M8 x 18mm, front row connector complete
 

MATERIAL
Aluminium cast and extruded aluminium profiles 
Screws: stainless steel

Article-No.

Stobag-No.

Colour
group

Components

6.83
10/2004

ARCADA PS3000

PS401/1

PS401/3

A = 70

A = 200

PS401/1

10136

10134

11837

2

3

PS401/3

10142

10140

11839

2

3

4
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SEITENTITEL
Components

Special fixation (double-high)

Extended fixation to screw on base construction. Especially adapted for ventilati-
on windows in glass roofs, etc. Height 200mm. For two guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm, front row connector complete

Article-No.

Stobag-No.

Colour
group 

Fixation (double)

Double fixation to screw on base construction. Height 70mm. For two guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm, front row connector, completey

Article-No.

Stobag-No.

Colour
group

6.84
10/2004
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PS301/4

10590

10588

11995
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SEITENTITEL
Awning for façades

Arcada-Plus (ready for installation)

Awning for conservatories for oblique and vertical installation, with 
motor drive. Fabric cover. Retraction and extension of the awning with 
tubular AC motor 230V/50Hz powerFlex with friction brake and electro-
nic end stop. Thermal protection. Protection class IP54 (splash water), 
with 0.8m 4-pole connection cable. Box: extruded aluminium profiles, in 
one piece, in round execution, as a construction support element. Side 
caps in aluminium with plug-in gudgeon links to the guide rails and 
to the roller bearing or the motor bearing. Front rail made of extruded 
aluminium chamber profile, with grooves for the fabric and lateral roll 
mechanism to guide the pull and push mechanism, incl. integrated gas 
pressure mechanism and stainless steel cable traction system for the 
fabric transport. With rolled in front rail, the box is completely closed. 
Oblique and vertical guide rails made of extruded aluminium profiles, 
with the possibility to add a 90° bow, with glide grooves for the guide 
rolls of the end rail as well as a profile groove for the fixations and the 
deflection tube. Deflection pulley made of plastic with brass friction 
bearing. Deflection tube made of round extruded aluminium profiles. 
Fixations made of aluminium cast for individual installations as well as 
for installations side by side. All visible screws stainless steel.

Installations with an oblique projection of 250-400cm are equipped with 
a cross profile.

Option:
Motor: powerFlex radio or BuBu (Bungalow Bus)

ENGINEERING DATA

Controlled extension system

Max. width: 500cm

Max. projection AS + FS together: 650cm

Drive: tubular motor

Guide rails: PS330

Bow element: PS332

End rail: PS304/1

Box: PS333

Deflection tube: PS311

Roller: RS13/4, ø78mm

Installation: on base construction with standard fixations 

 PS301/1

MATERIAL
Side caps, end caps      aluminium cast
Bearing opposite side, deflection pulley: plastic
Box, end rail, deflection tube,
guide rail:      extruded aluminium profiles

DELIVERY
Awnings completely assembled, with fabric. Guide rails and deflection tube sepa-
rately

6.91
10/2004

ARCADA-PLUS PS3300
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SEITENTITEL
Component Drawing

Components

1  Box profile

2  Side cap

3  Cross re-enforcement set

4  Guide rail

5  Front rail 

6  Traction element for up to 3.5m projection

6  Traction element for up to 5.0m projection 

6  Traction element for up to 6.5m projection

7  Deflection tube

8  Bow element

9  Fixation

10  Box fixation

11  Foot plate

A  Incline

B  Projection oblique

C  Height guide rail

D  Projection horizontal

E  Height at the rear

FN

AS

HF

AH

HH

6.92
10/2004

ARCADA-PLUS PS3300

PS3300

PS333

PS335

PS3036/..

PS330

PS304/1

PS300/1

PS300/2

PS300/3

PS311

PS332

PS301/1

PS338

PS337/1
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SEITENTITEL
Installation drawing

Installation on conservatories

A  total width = shaft distance + 41,2mm

B  shaft distance conservatory rails 

6.93
10/2004

ARCADA-PLUS PS3300

PS3300



SEITENTITEL
Explosion drawing

Explosion drawing

6.94
10/2004

PS333

RS13/4

PS304/1

PS311

PS3036/..

PS334
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S455/1

PS335/1 R

P244

RS14/4
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ARCADA-PLUS PS3300

PS3300



SEITENTITEL
Components List

Guide rail
 PS330   700cm  pc.

Traction element
 PS300/1  350cm  pair
 PS300/2  500cm  pair
 PS300/3  650cm  pair

Bow element
 PS332     pair

Foot plate
 PS337/1 single foot plate   pc.
 PS337/2 double foot plate   pc.

Link set
 PS334 for PS330    pc.

Fixations
 PS301/1 single guide standard 120mm  pc.
 PS401/3 single guide high 200mm  pc.
 PS301/2 double guide standard 120mm  pc.
 PS301/4 double guide high 200mm  pc.

Box profile
 PS333   5.00m  pc.
    7.00m  pc.

Box fixation
 PS338 for PS333    pc.

Band brush
 S510 for PS333    lm

End rail   
 PS304/1  5.00m  pc.
    7.00m  pc.

Cross re-enforcement ø60mm set 
PS3036/25 up to 250cm width   pc.
PS3036/50 up to 500cm width   pc.
  consisting of:
  1 deflection tube PS311 60mm
  2 deflection pulleys PS315
  1 set of screws

Deflection tube
 PS311 60mm  4.00m  pc.
    4.50m  pc.
    5.00m  pc.

Deflection pulley set
 PS315 for PS311     pc.

Tubular motors
 powerFlex / powerFlex radio / BuBu  pc.

Roller, galvanised
 RS13/4 78x 1.00mm 4.00m  pc.
  78x 1.00mm  5.00m  pc.
  78x 1.00mm  6.00m  pc.
  78x 1.00mm  7.00m  pc.

Roller gudgeon, riund
 RS14/4 78mm plastic without board  pc.

Set
 PS3030 consisting of:   pc.
  2 side caps PS335 L+R
  2 end caps PS336 L+R
  1 bearing opposite side with ball bearing P244
  1 set of screws

Box fixation set
 PS3038 consisting of:   pc.
  2 side caps PS335/1 L+R 
  2 end caps PS336 L+R
  1 bearing opposite side with ball bearing P244
  2 brackets
  2 rotating booms S557 L+R
  2 rotating plates S455/1
  1 set of screws

6.95
10/2004

ARCADA-PLUS PS3300



SEITENTITEL
Components

Set

Side cap with plug in tab for the aluminium guide PS330. Bearing opposite side 
for the groove roller. End cap for guide rail PS330 with cast on mounting link to 
insert the cable loop. 

PACKAGING UNIT
Set

MATERIAL
Side and end cap: aluminium cast
Bearing opposite side: plastic
Screws: stainless steel

DELIVERY
2 side caps PS335 L+R 
1 bearing opposite side with ball bearing P244
2 end caps  PS336 L+R 
1 set of screws

Article-No.

Stobag-No.

Colour
group

Box fixation set

The box fixation set allows to install the box directly on the wall or under the cei-
ling. The inclination of the box can be adjusted with the rotating boom.

PACKAGING UNIT
Set

MATERIAL
Brackets: extruded aluminium profiles
Rotating boom, side cap, end cap
and rotating plate: aluminium cast
Set of screws: stainless steel 

DELIVERY
1 pair side caps PS335/1 L+R
2 end caps PS336 L+R
1 bearing opposite side with ball bearing P244
2 brackets
2 rotating booms S557/2
2 rotating plates  S455/1
1 set of screws

Article-No.

Stobag-No.

Colour
group

6.96
10/2004
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12000
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SEITENTITEL
Components

Guide rails

Extruded aluminium guide rail profiles with chamber for the side cap and profile 
groove for the installation of cross re-enforcement profiles, deflection profile and 
fixation.

PACKAGING UNIT
Piece

MATERIAL
Guide rail: extruded aluminium profiles

ENGINEERING DATA
Size: see drawing
Standard length: 700cm

Article-No.

Stobag-No.

Colour
group

Bow element

Extruded aluminium guide rail profile. The guide rail bow is bended according to 
the requirements.

PACKAGING UNIT
Pair

MATERIAL
Guide rail profile: extruded aluminium profiles

ENGINEERING DATA
Size: see drawing
Radius: 350mm
Treatment: bended up to 90°

Article-No.

Stobag-No.

Colour
group

6.97
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ARCADA-PLUS PS3300

PS330

700cm

10636

10634

12019

2

3

PS330

PS332
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10637
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SEITENTITELARCADA-PLUS PS3300
Components

Box profile

Arcada-Plus box with screw grooves to screw on the side caps.

PACKAGING UNIT
Piece

MATERIAL
Box profile: extruded aluminium profiles

ENGINEERING DATA
Size: see drawing
Standard lengths: 500, 700cm

Article-No.

Stobag-No.

Size

Colour
group

Box fixation

The box fixation holds the box profile and is fixed directly to the wall and the 
guide rails. The angle of incline must be indicated upon ordering, since the box 
fixation is adjusted to the incline.

PACKAGING UNIT
Pair

MATERIAL
Steel: galvanised and powder coated
Set of screws: stainless steel A2

ENGINEERING DATA
Size: Flat steel 480x30x8mm

Article-No.

Stobag-No.

Colour
group

6.98
10/2004

PS333

PS338

PS333

500cm 700cm

10596 10599

10594 10597

12022 12023
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11991
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SEITENTITEL
Components

Foot plate

The foot plate is to be fixed on the guide rail and screwed onto the floor.

PACKAGING UNIT
Pair

MATERIAL
Steel: galvanised and powder coated
Set of screws: stainless steel

ENGINEERING DATA
Size: see drawing

Article-No.

Stobag-No.

Colour
group

PS337/1

Double foot plate

The double foot plate is to be fixed on the guide rail and screwed onto the floor. 
Serves for two installations side by side.

PACKAGING UNIT
Piece

MATERIAL
Steel: galvanised and powder coated
Set of screws: stainless steel

ENGINEERING DATA
Size: see drawing

Article-No.

Stobag-No.

Colour
group

PS337/2

6.99
10/2004

ARCADA-PLUS PS3300
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10879

10877

12027
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SEITENTITEL

Traction element

Gas pressure mechanism assembled with cable and deflection pulley set and 
end boom, including guide rolls, for the gas pressure cylinder and with holes for 
the fixation of the end boom on the end rail PS304.

PACKAGING UNIT
Pair

MATERIAL
End hook: aluminium cast
Cables: stainless steel A2
Gas pressure cylinder: steel

ENGINEERING DATA
Traction element graduation:
on min. width of  76cm = total pullout AS+HF 150cm special
on min. width of 106cm = total pullout AS+HF 240cm special
on min. width of 150cm = total pullout AS+HF 370cm PS300/1
on min. width of 196cm = total pullout AS+HF 500cm PS300/2
on min. width of 216cm = total pullout AS+HF 560cm special
on min. width of 252cm = total pullout AS+HF 650cm PS300/3

Article-No.

Stobag-No.

Size

Colour
group

Front rail

Hollow chamber profile with round groove for the fabric. The hollow chamber 
partition holds the gas pressure traction elements, which are inserted from the 
left and right side.

PACKAGING UNIT
Piece

MATERIAL
Front rail: Extruded aluminium profiles

ENGINEERING DATA
Size: see drawing
Standard lengths: 500, 700cm

Article-No.

Stobag-No.

Size

Colour
group

Components

6.100
10/2004
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PS300/1 PS300/2 PS300/3

350cm 500cm 650cm
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SEITENTITEL
Components

Link set for guide rail

The link set connects the guide rail with the bow. To be inserted into the profi-
le chamber and the profile groove. Two link sets are required per Arcada-Plus 
PS3300 installation.

PACKAGING UNIT
Set

MATERIAL
Link set: extruded aluminium profiles

ENGINEERING DATA
Size: 20 x 6 x 400mm for profile groove
 60 x 6 x 400mm for profile chamber

Article-No.

Stobag-No.

Fixation (standard)

Standard fixation to screw on the base construction.
Height: 120mm

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm, front row connector complete

Article-No.

Stobag-No.

Colour
group

PS334

nat./anodized brown/anodized

11006  10640

6.101
10/2004
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PS334

PS301/1
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SEITENTITEL

Fixation (high)

Extended fixation to screw on base construction. Especially adapted for ventila-
tion windows in glass roofs, etc. The required height of the fixation can be rea-
ched by sewing the rail accordingly. Height 200mm.

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm front row connector complete

Article-No.

Stobag-No.

Colour
group

Fixation (Double)

Double fixation to screw on base construction. Height 120mm for two guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm, front row connector complete

Article-No.

Stobag-No.

Colour
group

Components

6.102
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PS301/3
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SEITENTITEL

Special-Fixation (double-high)

Extended fixation to screw on base construction. Especially adapted for ventilati-
on windows in glass roofs, etc. Height 200mm for two guides.

PACKAGING UNIT
Piece

MATERIAL
Aluminium cast and extruded aluminium profiles
Screws: stainless steel

ENGINEERING DATA
Size: see drawing
Screws: M8 x 18mm, front row connector, complete

Article-No.

Stobag-No.

Colour
group

Cross re-enforcement set ø60mm

This cross re-enforcement set is used on the Arcada-Plus in the horizontal or 
oblique region on a projection of more than 250cm and up to 400cm.

PACKAGING UNIT
Set

MATERIAL
Cross re-enforcement PS311: extruded aluminium profiles
Fixation PS315: aluminium cast
Screws: stainless steel

ENGINEERING DATA
PS3036/25 up to 250cm width
PS3036/50 up to 500cm width

Article-No.

Stobag-No.

Size

Colour
group

Components
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SEITENTITEL

Cross tube and deflection tube

This tube is used as a cross tube and deflection tube. It fits the cross deflection 
tube set PS315. The cross tube supports the fabric. The deflection tube deflects 
the fabric from oblique to vertical. 

PACKAGING UNIT 
Piece

MATERIAL
Extruded aluminium profiles

ENGINEERING DATA
Size: ø 60mm (see drawing)
Standard lengths: 400, 450, 500cm
Application cross tube: more than 250cm projection oblique, 1 piece
Application deflection tube: up to 45° 1 piece
 45° to 90° 2 pieces

Article-No.

Stobag-No.

Size

Colour
group

Cross and deflection pulley set

This set fits the cross tube and deflection tube PS311

PACKAGING UNIT
Set

MATERIAL
Pulley: plastic
Fixation: aluminium cast
Ball bearing, screws: stainless steel A2

ENGINEERING DATA
Plastic roll with pressed in ball bearing and aluminium cast fixation including front 
row connector and bolt.

Article-No.

Stobag-No.

Colour
group

Components

6.104
10/2004

PS311

PS311

400cm 450cm 500cm

10960 11428 10513

10958 11426 10555

12012 12013 12014
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PS315

PS315

10515

10561

12017
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