
markilux® 8000

The Conservatory Awning with the Proven Design
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The markilux® 8000
Conservatory Awning

● the drive belt has extremely high
tensile strength

● up to 3 units can be coupled together
2 fields – 1 motor
2 fields – 2 motors *
3 fields – 2 motors *

* can be controlled separately

only one track is required at the coupling
point

the cassette is in one piece for units up
to 700 cm.

●  the markilux® 8000 is supplied as
standard with motor drive

●  the cover is kept under perfect ten-
sion by means of two independently
working gas pistons

The markilux® 8000 is available with Perfotex or transolair material, specially developed for conservatory awnings (v. photos
on pp. 8000-10 and 8000-11), acrylic awning fabrics or Soltis 92

The retracted cover is completely protected in the cassette

Standard track fixture is very straightforward (with the tracks mounted
parallel to each other on the conservatory frame)

Fixture using laterally movable track bracket
(necessary if the tracks cannot be fitted
parallel to the conservatory frame)
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How to fit the markilux® 8000:
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Fixture Method 91,  Bottom fixture on torque bars

Fixture Method 11,  Bottom fixture

Cross section from A to B

Bottom Fixture Bracket “L” 
Part No. 78121.

Bottom Fixture Bracket “R” 
Part No. 78122.

Coupling Track Bracket for
Track Fixture – rigid; Part No. 78115.

Projection up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track

Track Bracket for
Track Fixture – rigid; Part No. 78113.

Projection up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track

(overall awning width)

awning fixture width

conservatory fixture width

extension

Cross section from A to B

(overall awning width)

awning fixture width

conservatory fixture width

Bottom Fixture Bracket “L” 
Part No. 78121.

Bottom Fixture Bracket “R” 
Part No. 78122.

Torque bars 
Part No. 75310.

Track Bracket 140 mm. with
swivel top; Part No. 78105.

Projection up to 4000 mm. = 1 per track
from4001 mm. = 2 per track

extension

Coupling Track Bracket 140 mm. with
swivel top; Part No. 78107.

Projection up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track
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Track Fixture for 2 Fields with Coupling Bracket

Fixture Method 31, Track Fixture – from a field width of 4501 mm. an additional housing support is required 
in the middle

How to fit the markilux® 8000:
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Bottom Fixture Coupling  Bracket
8000
Part No. 78333.

Track Bracket for Track Fixture
Part No. 78113.

Cross section from A to B

(overall awning width)

awning fixture width

Coupling Track Bracket for
Track Fixture – rigid; Part No. 78115.

Projection up to 4000 mm. = 2 per track
from 4001 mm. = 3 per track

Track Bracket for
Frame Fixture – rigid; Part No. 78113.

Projection up to 4000 mm. = 2 per track
from 4001 mm. = 3 per track

conservatory fixture width

extension



Fixture Method 51; Face fixture from an extension of 4001 mm. using vario-V brackets

Fixture Method 12; Face fixture up to an extension of 4000 mm.
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How to fit the markilux® 8000:
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Cross section from A to B

(overall awning width)

awning fixture width

conservatory fixture width

Face Fixture Bracket “L” 
Part No. 78117.

Face Fixture Bracket “R” 
Part No. 78118.

Pitch Gap

Coupling Track Bracket 100 mm. with
swivel top – rigid; Part No. 78086.

Projection up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track

Track Bracket 100 mm. with
swivel top; Part No. 78081.

Projection up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track

extension

Pitch Gap

extension

Face Fixture Bracket “L” 
Part No. 78117.

Face Fixture Bracket “R” 
Part No. 78118.

Vario-V Bracket for Track Fixture  
Part No. 78084.

Vario-V Bracket for Coupling
Track Fixture - Part No. 78089.

Track Bracket 100 mm. with swivel top 
Part No. 78081.

Coupling Track Bracket 100 mm. with
swivel top - rigid; Part No. 78086.



Fixture Method 22,  Face fixture using side fixture brackets

100

How to fit the markilux® 8000:
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Pitch Gap

Face Fixture Bracket “L” 
Part No. 78117.

Face Fixture Bracket “R” 
Part No. 78118.

Side Fixture Bracket 
Part No. 78085.

Extension up to 4000 mm. = 1 per track
from 4001 mm. = 2 per track

(overall awning width) (overall awning width)

awning fixture width awning fixture width

outer edge of the conservatoryouter edge of the conservatory

extension

Option 2Option 1



Fixture Method 81; Raised bottom fixture for extensions greater than 4000 mm. using vario-V brackets

Fixture Method 61; Raised bottom fixture

How to fit the markilux® 8000:
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(overall awning width)

awning fixture width awning fixture width

conservatory fixture width conservatory fixture width

extension

Raised Bottom Fixture Bracket “L”
Part No. 78125.

Raised Bottom Fixture Bracket “R”
Part No. 78126.

Raised Track Bracket 
with swivel top and bottom
Part No. 78083.
from an extension of 4001 mm.
1 additionally per track

Track Bracket with swivel top    
100 mm.
Part No. 78081.

Cross section from A to B

(overall awning width)

Vario-V Bracket for
Track Fixture
Part No. 78084.

awning fixture width

conservatory fixture width

extension

Raised Bottom Fixture Bracket “L”
Part No. 78125.

Raised Bottom Fixture Bracket “R”
Part No. 78126.

Track Bracket with swivel top
100 mm.
Part No. 78081.

Cross section from A to B

m
ax
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Raised Bottom Fixture for Coupled Cassette
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How to fit the markilux® 8000:
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Combined Fixture Method

extension

Raised Bottom Fixture Bracket “L”
Part No. 78125.

Raised Bottom Fixture Bracket “R”
Part No. 78126.

Side Fixture Bracket
Part No. 78085.

Raised Track Bracket 
with swivel top and bottom 200-500 mm.
Part No. 78083.
from an extension of 4001 mm.
1 additionally per track

Raised Bracket for Coupled Cassette 
Part No. 78332.



Diagonal Tensioning for Raised Bottom Fixture

How to fit the markilux® 8000:

Face Fixture using a Coupling Bracket
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Face Fixture Coupling Bracket 8000
Part No. 78330.

awning fixture width awning fixture width

conservatory fixture width conservatory fixture width

(overall awning width)

Raised Track Bracket
Part No. 78083.

Diagonal Tensioner Kit
Part No. 71790.

Diagonal Tensioner Kit
Part No. 71790.



How to fit the markilux® 8000:

Angled Support, 100 mm.

Adjustable Support
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Cover Support Tube 8000    100 mm.
Part No. 78128.

Adjustable Support 8000
Part No. 71780.



Face fixture with wall sealing profile

How to fit the markilux® 8000:
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Wall sealing profile effective
up to a pitch of 25°



Measurement Form for a Flat-top Conservatory

Orders are to be submitted showing all the conservatory measurements shown in the diagram.
Orders will only be passed for production when all technical details have been clarified.
You will be asked to confirm the measurements by signing a technical drawing which will be faxed to you.
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Measurement Form for a Curved Conservatory

Orders are to be submitted showing all the conservatory measurements shown in the diagram.
Orders will only be passed for production when all technical details have been clarified.
You will be asked to confirm the measurements by signing a technical drawing which will be faxed to you.

01
/0

4

8000-27



Fixture Method 61; Raised bottom fixture

Fixture Method 81; Raised bottom fixture

How to fit the markilux® 8000 
with curved front:

The fixture methods depicted are examples of the many available.
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Raised Track Bracket with swivel top 
and bottom, 200 - 500 mm.
No. 78083.

extension

Raised Bottom Fixture Bracket “L”
Part No. 78125.

Raised Bottom Fixture Bracket “R”
Part No. 78126.

Track Bracket 
with swivel top,100 mm.
Part No. 78081.

Suntrap shading from 
31° to 60°

Raised Bottom Fixture Bracket “L”
Part No. 78125.

Raised Bottom Fixture Bracket “R”
Part No. 78126.

Vario-V Bracket for 
Track Fixture Part No. 78084.

Track Bracket with swivel top,
140 mm. Part No. 78105.

Track Bracket with swivel top,
100 mm. Part No. 78081.

extension

Suntrap shading from 1° to 30°
with vertical shading 
from 1° to 30°

up
 to

up
 to

up to



How to fit the markilux® 8000 
with curved front:

The fixture methods depicted are examples of the many available. 

Combined Fixture Method; Bottom fixture

Fixture Method 51; Face fixture
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extension

Face Fixture Bracket “L”
Part No. 78117.

Face Fixture Bracket “R”
Part No. 78118.

Track Bracket with
swivel top, 140 mm.
Part No. 78105.

Vertical shading from 31 to 61°

Vario-V Bracket 
for Track Fixture
Part No. 78084.

extension

Bottom Fixture 
Bracket “L”
Part No. 78121.

Bottom Fixture 
Bracket “R”
Part No. 78122.

Suntrap shading from 31 to 60°
with vertical shading 
from 1° to 30°

Track Bracket for 
Frame Fixture - rigid 
Part No. 78113.

up
 to

Raised Track Bracket 
with swivel top and bot-
tom
200-500 mm.
Part No. 78083.

Track Bracket 
with swivel top, 
140 mm.
Part No. 78105.

up
 to

up to

200-500



Montageart 11,  Bodenbefestigung 

How to fit your markilux® 8000 
with curved front:

The fixture methods depicted are examples of the many available. 

Fixture Method 11; Bottom fixture

Fixture Method 91; Bottom fixture on torque bars
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Track Bracket with swivel top, 
140 mm.
Part No. 78105.

extension

Bottom Fixture Bracket “L”
Part No. 78121.

Bottom Fixture Bracket “R”
Part No. 78122.

Suntrap shading from 1° to 30° with
vertical Shading from 31 to 60°

Torque Bars
Part No. 75310.

extension

Suntrap shading from 31 to 60° with
vertical shading from 31 to 60°

Bottom Fixture Bracket “L”
Part No. 78121.

Bottom Fixture Bracket “R”
Part No. 78122.

up to

Track Bracket with swivel top, 
100 mm.
Part No. 78081.

up
 to

up to

up
 to



How to fit the markilux® 8000 
with curved front:

The fixture methods depicted are examples of the many available. 

Fixture type 12; face fixture

Fixture type 31, track fixture possible up to an individual field width of 400 cm.
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extension

Suntrap shading 
from 1º to 30º

Track bracket for Frame fixture – 
rigid; Part No. 78113

Vertical shading 
from 1º to 30º

Face Fixture Bracket “L”
Part No. 78117.

Face Fixture Bracket “R”
Part No. 78118.

Track Bracket with swivel top,
140 mm
Part No. 78105.

Track Bracket with swivel top,
100 mm
Part No. 78081.

up
 to

up to

extension


